












							     

The innovative E–TORL lamp, exclusively from Epson, is a reliable performer that 

delivers more lumens per watt and lasts up to 4000 hours.** Switch the projector 

to High Brightness Mode and the E–TORL lamp still produces up to 4000 hours of 

light performance. The special E–TORL design minimises both light diffraction and 

light leakage, providing you the ultimate in lamp longevity — up to 50 percent more 

lamp life than with competitive products.

Energy–ef f ic ient  E–TORL® lamp

S t a t e – o f – t h e – a r t  f e a t u r e s  a n d  b l o c k b u s t e r  p e r f o r m a n c e .



Specifications

SUPPORT 

Pre–sales support: Australia (02) 8899 3666 / New Zealand 0800 23 77 66

Internet website: www.epson.com.au / www.epson.co.nz

Warranty

Two year warranty (excluding lamp) 

What’s in the Box

Power cable

Remote control

2 batteries 

User manual

ACCESSORY PART NUMBERS

Replacement lamp					            V13H010L49

Air filter 						             V13H134A21

Epson EH-TW3000

Epson Australia		  Epson New Zealand

3 Talavera Road 		  Level 4, 245 Hobson Street 

North Ryde, NSW, 2113	 Auckland, New Zealand

Spec i f i ca t i ons  and  te rms sub jec t  to  change  w i thou t  no t i ce .  Epson  and  E–TORL are  reg i s te red  t rademarks  and  Epson  Exceed  Your  V i s i on 

is a registered logomark of Seiko Epson Corporation. PowerLite is a registered trademark, FineFrame, DeepBlack and OptiCinema are trademarks. All other 

product and brand names are trademarks and/or registered trademarks of their respective companies. Epson disclaims any and all rights in these marks.

Projection System					     3LCD, 3–chip optical engine Poly–silicon TFT active matrix

Resolution 						      Native 1080p (1920 x 1080)

Projection Methods					     Front/ Rear/ Ceiling Mount

Aspect Ratio 					     Native 16:9 widescreen (4:3 resize); Compatible with 4:3 and

						      2.35:1 video formats with Normal, Full or Zoom Modes

Lumens*						      1800 lumens colour light output

						      1800 lumens white light output (ISO 21118 standard)

Contrast Ratio (in Dynamic Colour Mode)			   Up to 18000:1

Colour Processing					     10–bit

7 Colour Modes					     Dynamic, Living Room, Natural, Theatre, Theatre Black 1,

						      Theatre Black 2, x.v.Colour

Zoom Ratio						      Manual 2.1x

Projection Lens					     F-number: 2.0 – 3.17, 22.5 – 47.2 mm focal length

16:9 Widescreen Image Size (projected distance)			   100” diagonal (wide: 9.8’ – tele: 20.9’)

Lens Shift						      Vertical: 96.3% max (up and down)

						      Horizontal: 47.1% max (left and right)

Fan Noise						      22 dB – 31 dB

Lamp						      200 W UHE (Ultra High Efficiency) E-TORL

Lamp Life**					     Up to 4000 hours

Dimensions (W x D x H)					     450 x 360 x 136mm (excluding feet)

Weight						      7.3 Kg

Video Input Signal					     NTSC/ NTSC4.43/ PAL/ M-PAL/ N-PAL/ PAL60/ SECAM/

						      480i/ 576i/ 480p/ 576p/ 720p/ 1080i/ 1080p

Terminal Inputs					     2 HDMI 1.3a,  1 RCA (composite), 1 x 3 RCA (component),

						      1 Mini DIN (S-video), 1 D-Sub 15 pin (Analog RGB),

						      1 D-Sub 9 pin (RS-232c)

Video Compatibility					     HDMI, HDTV, Component video, S–video, Composite video,

						      NTSC/ PAL/ SECAM, Analog RGB (PC only)

*   	Light output varies depending on modes (colour and white light output).

** 	Lamp life will vary depending upon mode selected, environmental conditions and usage. Lamp brightness decreases over time.

***Actual photographs of images produced by 2 competing projectors run in default mode.  Price, resolution, brightness (white light 	

	 output) are the same for both projectors.




