
OPTIONAL FEEDER Cut Sheet Feeder Rear in, Top out
Push-Pull Tractor Rear in, Top out

COPIES Original + 4 Copies
LINE SPACING 1/6 inch or programmable by 1/360 inch

RESOLUTION 360 x 180dpi maximum (letter quality)
360 x 360dpi maximum (master graphics)

INPUT DATA BUFFER 64 K Byte

INTERFACE
STANDARD Centronics®-type 8-bit parallel interface

(IEEE-1284 Nibble mode); 
OPTION Expansion slot (Optional Type B interfaces)

RIBBON CARTRIDGE
COLOUR Black
TYPE Fabric ribbon cartridge
RIBBON LIFE Approx. 2 million characters

(LQ 10 cpi, 48 dots/character)

ACOUSTIC NOISE Approx.49dB (A) (ISO 7779 pattern)

RELIABILITY
MVBF (Mean Print Volume Between Failure) 19 million lines (except print head) 
MTBF (Mean Time Between Failure) 10000 POH (25% duty cycle) 
PRINT HEAD LIFE Approx. 200 million strokes/wire

CONTROL PANEL 6 switches, 8 LEDs

ENVIRONMENTAL CONDITIONS (OPERATING)
TEMPERATURE  5~35˚C HUMIDITY  10~80% RH

ELECTRICAL SPECIFICATIONS
RATED VOLTAGE AC 220~240V
RATED FREQUENCY      50~60Hz
POWER CONSUMPTION Approx. 36W (ISO 10561 Letter pattern) 

Energy Star compliant

DIMENSIONS
WIDTH x DEPTH x HEIGHT 415 x 368 x 160mm
WEIGHT   Approx. 7.5 kg

PRINTER DRIVER / UTILITY
OS Microsoft® Windows® operating system Version 3.1 Microsoft® 

Windows® 95/98/2000 and Microsoft® Windows NT® operating 
system Version 3.51/4.0 

UTILITY EPSON Remote! (MS-DOS environment only) EPSON Status Monitor 3 
(Microsoft® Windows® 95/98/2000 and Microsoft® Windows® NT 
operating system Version 4.0 environment only)

OPTIONS
RIBBON CARTRIDGE  #7753
RIBBON PACK #7755
FILM RIBBON CARTRIDGE #7768
HIGH CAPACITY CUT SHEET FEEDER C806382
SINGLE-BIN CUT SHEET FEEDER C806372
PULL TRACTOR UNIT C800202
ROLL PAPER HOLDER #8310
TYPE B SERIAL INTERFACE CARD C823061
TYPE B 32KB INTELLIGENT SERIAL INTERFACE CARD C823061
TYPE B IEEE-1284 PARALLEL INTERFACE CARD C823453
TYPE B COAX INTERFACE CARD C823142
TYPE B TWINAX INTERFACE CARD C823152
EpsonNet 10 Base 2/T Int. Print Server C823623
EpsonNet 10/100 Base TX Int. Print Server* C823643

*Regional AC Adaptor required.

Spec i f i ca t ions
PRINTER TYPE
PRINTING METHOD Impact dot matrix
NUMBER OF PINS IN HEAD 24 pins
PRINT DIRECTION Bi-directional with logic seeking

PRINT SPEED
HIGH SPEED DRAFT 10 CPI 400 cps LQ 15 CPI 150 cps
DRAFT 15 CPI 450 cps LQ 12 CPI 120 cps
DRAFT 12 CPI 360 cps LQ 10 CPI 100 cps
DRAFT 10 CPI 300 cps LQ 20 CPI CONDENSED 200 cps
DRAFT 20 CPI CONDENSED 300 cps LQ 17 CPI CONDENSED 171 cps
DRAFT 17 CPI CONDENSED 257 cps

PRINT CHARACTERISTICS
CHARACTER SETS 1 legal character set

14 international character sets
13 character code tables
(Standard) Italic, PC437, PC850, PC860, PC861, PC863, 
PC865, Abicomp, BRASCII, Roman 8, ISO Latin 1, 
PC858, ISO 8859-15

BITMAP FONTS EPSON Draft 10, 12, 15 cpi
EPSON Roman 10, 12, 15 cpi, Proportional
EPSON Sans Serif 10, 12, 15 cpi, Proportional
EPSON Courier 10, 12, 15 cpi
EPSON Prestige 10, 12 cpi
EPSON Script 10 cpi
EPSON Script-C Proportional
EPSON OCR-B 10 cpi
EPSON Orator 10 cpi
EPSON Orator-S 10 cpi

SCALABLE FONTS EPSON Roman 8 to 32pt
EPSON Sans Serif 8 to 32pt
EPSON Roman T 8 to 32pt
EPSON Sans Serif H 8 to 32pt

BAR CODE FONT EAN-13, EAN-8, Interleaved 2 of 5, UPC-A UPC-E,
Code 39, Code 128, PostNet

PRINTABLE COLUMNS
PITCH (CPI) Characters Per Line Character
10 CPI 80 10
12 CPI 96 12
15 CPI 120 15
17 CPI CONDENSED 137 17.1
20 CPI CONDENSED 160 20

PAPER HANDLING

PAPER PATH Manual Insertion Front in, Top out. Rear in, Top out
Tractor Front in, Top out. Rear in, Top out

Bottom in, Top out
Cut Sheet Feeder Rear in, Top out

CUT SHEET SIZE Width 100~257mm (3.9~10.1")
Length 100~364mm (3.9~14.3")

ENVELOPES No.6, No.10
CONTINUOUS PAPER SIZE Width 101.6~254mm (4.0~10.0")

Length Max. 559mm (22.0")
*Can also print labels

PAPER THICKNESS
CUT SHEET Single sheet 0.065~0.14mm (0.0025~0.0055")

Multi-part forms 0.12~0.39mm (0.0047~0.015")
ENVELOPES 0.16~0.52mm (0.0063~0.0205")
CONTINUOUS PAPER Single sheet/

Multi-part forms 0.065~0.39mm (0.0025~0.015")
CONTINUOUS FORMS
WITH LABEL Base Sheet 0.07~0.09mm (0.0028~0.0035")

Total Sheet 0.16~0.19mm (0.0063~0.0075")
Roll Paper 0.07~0.09mm (0.0028 - 0.0035")

PAPER FEEDING
STANDARD Friction Front in, Top out. Rear in, Top out

Push Tractor Rear in, Top out
Pull Tractor Front in, Top out. Rear in, Top out.
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As an international ENERGY STAR Partner, EPSON has determined that this 
product meets the international ENERGY STAR Program for energy efficiency.  
“EPSON ESC/P2 stands for EPSON standard code for printers Level 2. This 
second generation printer control language supports scalable fonts as well 
as enhanced graphics capability. It also provides complete backwards
compatibility with EPSON’s ESC/P, the standard printer language for dot 
matrix printing.”

EPSON is a registered trademark of SEIKO EPSON CORPORATION.
EPSON ESC/P2 is a trademark of SEIKO EPSON CORPORATION.
Microsoft, Windows and Windows NT are either registered trademarks or trademarks of Microsoft 
Corporation in the United States and/or other countries. All other product names and other company 
names used herein are for identification purpose only and maybe the trademarks or registered 
trademarks of their respective owners. EPSON disclaims any and all rights in those marks. Print 
samples shown herein are simulations. Specifications are subject to change without notice.
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  A Proven Leader in
   Speed and Reliability

EPSON DotMatrDotMatrix LQ-580

• Up to 450 Characters per second

• 64KB Buffer Memory

• 1+4 Multi-Part Form Printing

• EPSON Status Monitor 3 Software
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Visit our website for more information 
www.epson.com.au or www.epson.co.nz



speed

networking

With improved speed, reliability and multi-page form handling, 

the EPSON LQ-580 offers best-of-class performance 

for desktop and countertop use!

       The worldÕs most popular 
desktop dot-matrix printer is now 

  even faster, more reliable 
    and more efficient.

quality

conservation

strength

versatile

functional

Realtime Reliability
Compact design and rugged construction make this an 
ideal printer for high-traffic, customer-service applications. 
High-quality components and precision engineering assure 
rock-solid reliability every day of the year.

Quiet, Penny-Pinching Power
The LQ-580 features a new Eco-Drive print head 
mechanism for reduced power consumption. On top of 
that, thereÕs an auto power-saving function that cuts energy 
use by approximately 50% whenever the printer is idle for 
more than 5 minutes.

1+4 Multi-Part Form Printing
The LQ-580Õs advanced new high-density print head
is not only fast, itÕs also very powerful. Even on 5-layer, 
multi-part forms, your printouts are clear and legible
to the very last copy.

Versatile 7-Way Paper Handling
7-way paper handling allows the LQ-580 to fit into any 
office layout. Paper can be loaded from the front, rear 
or bottom. 

A single tractor is standard, options include a second 
tractor, a single-bin cut-sheet feeder, a high-capacity     
cut-sheet feeder, and a single-sheet front paper guide.

Status Monitor 3 Software
Our Status Monitor 3 Software keeps you conveniently 
informed of printer status and paper availability via a PC 
on-screen display. Ideal in networked situations, it lets you 
control essential printer functions without even leaving   
your desk.

A 30% Improvement in Speed
The LQ-580 features a durable new print head that boosts

speed and productivity improvement by 30%. Whether youÕre
printing text or bar codes, you get ultra-fast throughput that

wonÕt keep your customers waiting.

Easy Network Operation
Networking is a snap, with full support for

MS-Windows¨  3.1, Windows¨  95/98/2000, Windows NT¨

3.51/4.0 and IBM 2390Plus emulation. A built-in parallel port
is standard, and you can add an optional Type B interface

card for even greater networking flexibility.

By adding an optional Type B Ethernet interface card, you can share the

LQ-580Õs powerful performance with the entire office.
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The LQ-580 with optional
cut-sheet feeder and front paper guide

Front loading Rear loading (push)Top loadingFront loading (pull)

Rear loading (pull) Bottom loading (pull) Rear loading (push-pull)

Ethernet

LQ-580

Ethernet Interface Card

New Print Head

30 sec. 1 min.

Old Print Head

Print Speed Comparison

A proven Leader in Speed and Reliability


