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EPSON PERFECTION™ 4990 PHOTO SCANNER

Specifications
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EPSON PERFECTION 4990 PHOTO B11B175026

SCANNER TYPE Flatbed colour image scanner

SUB-SCANNING METHOD Fixed document and moving carriage

PHOTOELECTRIC DEVICE  Colour CCD line sensor

DOCUMENT SIZE 

 216 x 297mm (8.5 x 11.7 inches) 
 A4 or US letter size (The reading area can be  
 specified from your software)

LIGHT SOURCE White cold cathode fluorescent lamp

OPTICAL RESOLUTION   

 4,800dpi (main scan) 
 9,600dpi with Micro Step (sub scan)

OPTICAL DENSITY 4.0 Dmax

PIXELS/ LINE 40,800 x 56,160 pixels at 4,800dpi

OUTPUT RESOLUTION

 25dpi to 12,800dpi 
 (25 to 6,400dpi in 1 dpi increments. 
 12,800dpi performed with zoom function)

GREYSCALE 

 16-bit (65,536 greyscale levels) external 
 16-bit (65,536 greyscale levels) internal

COLOUR

 48-bit (281,474 billion colours) external 
 48-bit (281,474 billion colours) internal

SCANNING SPEED 

MONOCHROME (BI-LEVEL) 12 sec   1 
     A4 300dpi 
COLOUR (DRAFT MODE) 20 sec   2 
     A4 300dpi

FILM ADAPTER 

Transparencies up to:  35mm film strip 24 frames 
 35mm slide 8 frames 
 Medium format (120 / 220) 6 x 12cm 3 frames 
 4 x 5 inches film 2 frames 
 10 x 8 inches

SUPPORTED PLATFORMS

USB 2.0: Microsoft® Windows® XP Home Edition / XP  
 Professional / 2000 Professional (Pre-installed  
 model or upgrade of Windows® 2000 Professional  
 pre-installed model)  
USB 1.1: Microsoft® Windows® XP Home Edition / XP  
 Professional / Me / 98 SE / 2000 Professional  
 (Pre-installed model or upgrade of Windows Me / 98  
 SE / 2000 Professional pre-installed model)  
 Mac® OS X 10.2.7 or later  
IEEE1394 (FireWire®): Microsoft® Windows® XP Home Edition /  
 XP Professional / Me / 2000 Professional Note:  
 Windows® 98 SE is excluded 

INTERFACES 

 USB 2.0 (Type B Receptacle Connector) and IEEE  
 1394 Serial Bus Interface

ENVIRONMENTAL CONDITIONS 

TEMPERATURE    5° to 35°C (Operating) 
HUMIDITY    10% to 80% without condensation (Operating)

ELECTRICAL SPECIFICATION

VOLTAGE 220 ~ 240V 
POWER CONSUMPTION 27W (Operating) 
 18W (Stand-by mode) 
 4.8W (Sleep mode)

BUNDLED SOFTWARE 

EPSON Scan† 
LaserSoft SilverFast® SE 6*† 
EPSON Creative Suite 
Adobe® Photoshop® Elements 2.0 
Online User Guide  
ABBYY FineReader 5.0 Sprint Plus

* Windows / Mac® OS 9.1 or later, Mac® OS 10.2.1 or later
† EPSON Scan (EPSON driver) / SilverFast® works independently or only with Adobe® Photoshop® on Mac® OS X  
 native mode. Some applications and / functions only work in Mac® OS X Classic Mode

SCANNING SPEED DATA PATTERNS

The thumbnails below show the scanning patterns to determine scanning  
speed specification.

Scanning speed test results vary according to system configuration, dpi setting, and scan mode  
setting. However, documents and photos other than those pictured above can be substituted  
without significantly affecting test results.

WARRANTY

12 MONTHS RETURN TO BASE 
OPTIONAL ADDITIONAL 2 YEAR WARRANTY 3YWP4990P 
For warranty terms see www.epson.com.au/warranty

System Configuration for 
Scanning Speed
CPU: Pentium 4  2.4GHz
RAM: 512MB
I/F: USB 2.0 Hi-Speed 
OS: Windows® XP Home Edition
Soft: Adobe® Photoshop® 7.0

As an International ENERGY STAR Partner, EPSON has determined that this product meets the 
International ENERGY STAR guidelines for energy efficiency. EPSON is the registered trademark of SEIKO 
EPSON Corporation. EPSON STYLUS, PerfectPicture, MicroPiezo, AcuPhoto Halftoning, QuickDry are the 
trademarks of SEIKO EPSON Corporation. All other names and company names used herein are for 
identification purpose only and may be the trademarks or registered trademarks of their respective 
owners. EPSON disclaims any and all rights in those marks. All print samples shown herein are 
simulations. Specifications are subject to change without notice.
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PERFECTION™  4990
PHOTO SCANNER

• 4.0 optical density for incredibly accurate colour tone capture 

• 4800dpi resolution using Matrix CCD Micro Lens Technology

• New wider scanning area moving carriage-type Transparency Unit (TPU)

• New EPSON Creativity Suite interface for manipulation of photo and 
transparency scans

• Digital Ice Technology to repair damaged images

The Scanner for Graphics 
Professionals and the 
Ultimate Photo Enthusiasts
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Designed to meet the high resolution and performance demands  
of graphics professionals and photo enthusiasts. The EPSON 
PERFECTION™ 4990 PHOTO features an outstanding optical density 
rating of 4.0 and 4800dpi resolution. With an innovative wide scan 
moving carriage type Transparency Unit (TPU), the EPSON 
PERFECTION 4990 PHOTO delivers incredible photo, negative and 
transparency scanning performance. 

High Optical Density
Rivalling the quality of many drum scanners, 
the EPSON PERFECTION 4990 PHOTO – 
with its 4.0 optical density – provides users 
with the ability to create high quality print-
ready negative and transparency scans.  
With such a high optical density, the EPSON 
PERFECTION 4990 PHOTO ensures 
scanned images exhibit an almost perfect 
colour tone reproduction of the original 
negative or transparency. 

High Image Quality
Scanning at an incredibly high 4800dpi 
resolution using an improved Matrix CCD 
(Charge Coupled Device) Micro Lens 
technology, the EPSON PERFECTION 4990 
PHOTO has superb light sensitivity without 
the overhead of a larger carriage. With a 
dedicated on-board ASIC (Application 
Specific Integrated Circuit) hyper processor, 
the scanner delivers optimum levels of detail 
and gradation reproduction.

Automatic Scan Cleaning
The EPSON PERFECTION™ 4990 PHOTO incorporates Digital ICE 
for Film “Film ICE” technology. By extracting image data from a 
film’s dye layers, Digital ICE automatically removes surface defects, 
such as scratches, dust and fingerprints. In contrast to software-
only solutions, Digital ICE significantly reduces the chance of 
softening or blurring the underlying detail of composition of the 
original image.

Photo Restoration
Among the EPSON Scan Version 2.6 tools are Colour Restoration 
and Dust Removal. Designed specifically for high quality photo and 
film scanning, Colour Restoration employs sophisticated technology 
to restore image colour that has been subjected to fading and other 
colour loss influences, such as light and airborne contaminants.  
With Dust Removal, EPSON Scan automatically detects the figure  
of dust shadow then corrects the shadow to match neighbouring 
picture elements (pixels). Also included is Red Colour Cast Removal 
for improved capturing of the image’s true natural tones and Black  
and White Photo Restoration to improve gradation and greyscale. 

EPSON Creativity Suite 
New with the EPSON PERFECTION 4990 PHOTO is the EPSON 
Creativity Suite, which incorporates a range of refined and new 
scanning applications. Acting as the Creativity Suite’s main hub, 
EPSON’s File Manager utilises an explorer-type interface for viewing 
image thumbnails, categorising images, editing, creating slide 
shows and even creating custom CD / DVD labels.

Professional Film Scanning
With its innovative bluish lamp technology, the EPSON PERFECTION 4990 PHOTO 
introduces a dramatic reduction in the time taken to scan negatives. By alleviating the 
problems associated with using pure white light to scan negatives, the bluish lamp 
maximises scanning speeds for blue image data. 

One of the EPSON PERFECTION 4990 PHOTO’s many strengths is its moving carriage-
type TPU, with the ability to scan a complete 8 x 10-inch area. Working in combination with 
the TPU, bundled film holders support simultaneous transparency and negative scanning of:

• 35mm x 24 FRAMES STRIPFILM 

• 35mm x 8 SLIDES MOUNTED FILM

• MEDIUM FORMAT 120/220  
   (6 x 12cm) x 3 FRAMES STRIPFILM

• 4 x 5 INCHES x 2 FRAMES FILM

• 8 x 10 INCHES x FILM AREA GUIDE

Bundled Software
From the EPSON device driver, which features Colour Restoration, Dust Removal and 
Grain Reduction Functions, through to Adobe® Photoshop® Elements 2, LaserSoft 
SilverFast® SE 6 and ABBYY FineReader 5.0 Sprint Plus, the EPSON PERFECTION 
4990 PHOTO is bundled with an impressive and powerful range of software tools.

USB 2.0 

- Microsoft® Windows® XP Home 
Edition / XP Professional / 2000 
Professional (Pre-installed model  
or upgrade of Windows® 2000 
Professional pre-installed model).

USB 1.1

- Microsoft® Windows® XP Home 
Edition / XP Professional / Me / 98 
SE / 2000 Professional  
(Pre-installed model or upgrade of 
Windows® Me / 98 SE / 2000 
Professional pre-installed model)  
Mac® OS X 10.2.7 or later.  

IEEE1394/FireWire®

- Microsoft® Windows® XP Home 
Edition / XP Professional / Me / 2000 
Professional Note: Windows® 98 SE 
is excluded.

DUST REMOVAL - BEFORE

DUST REMOVAL - AFTER

High Speed and Flexible Connectivity




